
CONNECTED VARIABLE VOLUME
ELECTRONIC PIPETTES

MconnectedM

Pipette Smarter.     
Report Faster.     
Confidently.

Intuitive Motorized Pipette
Simple and intuitive operating system  
with  only two buttons, lightweight and 
well-balanced pipette for hours of  
pipetting comfort.

Ultimate Consistency
Reproducibility is key in research.  
With PIPETMAN M Connected you can feel 
confident that variability among users is 
minimized.

Connect to Gilson Apps!
With PipetteScope, you’ll get access to 
service calibration, activity and all resources 
for your pipette in one location.

With PIPETMAN M Connected software, 
create custom protocols from 11 different 
pipetting tasks and sync up to ten custom 
protocols into your pipette.
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PIPETMAN® M Connected Single Channel 

Model Part Number Volume
(μL)

PIPETMAN 
DIAMOND 

Tips

P10M F81040 0.5 – 10 D10
DL10

DF10
DFL10

P20M F81041 2 – 20 D200 DF30

P100M F81042 5 – 100 D200 DF100

P200M F81043 20 – 200 D200
D300

DF200
DF300

P300M F81044 20 – 300 D200*
D300

DF200*
DF300

P1200M F81045 100 – 1200 D1000*
D1200

DF1000*
DF1200

P5000M F81046 500 – 5000 D5000

P10mLM F81047 1 – 10 mL D10mL

 
 

PIPETMAN® M Connected Multichannel

P8x10M F81048
0.5 – 10 D10

DL10
DF10

DFL10P12x10M F81049

P8x20M F81050
1 – 20 DL10

D200
DFL10*
DF30P12x20M F81051

P8x100M F81052
10 – 100 D200 DF100

P12x100M F81053

P8x200M F81054
20 – 200 D200

D300

DF100*
DF200
DF300P12x200M F81055

P8x300M F81056
10 – 300 D200*

D300
DF200*
DF300P12x300M F81057

P8x1200M F81058
50 – 1200 D1200 DF1200

P12x1200M F81059

PIPETMAN M Connected specifications are downloadable from www.gilson.com

*These PIPETMAN DIAMOND Tips can be used with the indicated pipettes for the REPETITIVE mode but 
not until the maximal volume of the pipette in PIPET mode. Please refer to the volume range of your tips.

Recommended tips to get best results in REPETITIVE mode.

Get your pipette on your phone with 
PipetteScopeTM

Know how your pipettes are used to 
optimize your activity.

Ensure reliability and reproducibility 
by staying up-to-date on your 
pipette’s calibration status.

Access all your pipette resources 
from one app.

Download PipetteScope now for free 
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http://www.gilson.com/PipetmanMConnected



